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SPECIFICATIONS 

 
 
 
 
PANEL MOUNT VIEWING! 
 
Made to order for airport baggage check systems, 
dashboards, and more.  These bright 7/8” displays 
can be customized to fit existing cabinetry, kiosks 
and panels. 
 

FEATURES 
 

• Ultra-efficient & bright LED display 

• Viewing range in excess of 20 feet  

• Selectable brightness levels 

• Auto-Learn Technology 

• 2 standard communication protocols 

• Customized enclosures available for any 
type of mounting configuration and various 
cut-out sizes. 

• Durable material stands up to heavy use by 
general public. 

• Compact design fits in tight millwork 

• Power Save mode 

• Leading zero suppression 

• Limited Alpha-numeric capabilities 

• Switch selectable configuration 

• Many of the same features as other models 
in the AURORA Series of remote displays. 

 
 
 
 

DISPLAY 

• 7/8” (22mm) high LED 

• 6 digits (7 segments each) 

• Up to 5 decimal places  

• GR, NT, lb & kg annunciator lights 

 

COMMUNICATIONS 

• RS-232 

• RS-422 / RS-485 Multi-drop 

• Easy Wiring Terminals 
 

DATA FORMAT 

• Auto-Learns Data strings, Baud 
Rate, Data Bits, Parity & Stop Bits. 

• Command mode for custom strings 
 

POWER REQUIREMENTS 

• 9 VDC (2A) 

• Consumption:  3 W (Avg) 

• Available AC adapter 
 

ENCLOSURE (Typ) 

• 304 Stainless Steel 

• 16 gauge face plate for durability 

• Various gasket options 

• Various mounting options 
 

KEYS 

• 3 mechanical push buttons 

• Up Arrow, Down Arrow & Enter 

• Access to Configuration Menu 
 

DIMENSIONS (Typ) 

• 6¾” x 3” x 1” 
    (172mm x 76mm x 25mm) 

 

WEIGHT (Typ) 

• 0.66 lb (0.3 kg)  

 

OPERATING TEMPERATURE 

• 32°F to 104°F  (0°C to 40°C)  

 
APPROVALS 

• Pending design & site inspection… 
 

WARRANTY 

• 2 year standard warranty 

 
 
 

Made in North America 

AURORA MINI REMOTE DISPLAY 
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* Typical enclosure. 
   Custom design runs available. 

* AC Adapter not shown 
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